
Appendix D 

Landfill Inspection Form 



ANNUAL LANDFILL COVER INSPECTION CHECKLIST ITEMS 

Specific Site Identification: Date 

Landfill Cover Survey 

I. 

2. 

3. 

Observe any areas on the cover that indicate signs of subsidence (e.g., obvious visible low 
spots on the cover surface where significant amounts of standing water can accumulate in 
puddles during significant precipitation events, check for the presence of large cracks on the 
surface of the cover). 

Observe any signs of erosion on the landfill cover (e.g., during windy conditions observe any 
evidence of dust blowing off of the cover, check for any erosion caused by stormwater runoff). 

Check the condition of the vegetative cover. (e.g. check for bare spots in the vegetative cover; 
Note whether no vegetation has grown or whether the vegetation has died and has not been 
re-established, check for abnormal growth of weeds that may crowd out natural vegetation}. 

Landfill Soil Gas Probes and Benchmark Survey 

1. Check the general condition of the individual soil gas probes; make sure the ballards are intact 
(have not been knocked over by a vehicle), check for cracks on the concrete pad (monitor any 
minor cracks to ensure they do not widen and compromise the pad’s integrity otherwise repairs 
may be necessary), make sure that the padlocks are in working condition (not stiff when 
unlocking the padlock), make sure that the plug on the PVC pipe in present and that the 
threads are in good condition. 

2. Check the condition of the brass benchmark implanted on the concrete pad; make sure that 
the concrete has not deteriorated around the benchmark and that the etched mark is still 
visible. 

Inspected by: 
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ANNUAL LANDFILL COVER INSPECTION CHECKLIST ITEMS 

Specific Site Identification: F- us-- I Date dh7,hy 
Landfill Cover Survey 

1. Observe any areas on the cover that indicate signs of subsidence (e.g., obvious visible low 
spots on the cover surface where significant amounts of standing water can accumulate in 
puddles during significant precipitation events, check for the presence of large cracks on the 
surface of the cover). 
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2. Observe any signs of erosion on the landfill cover (e.g., during windy conditions observe any 
evidence of dust blowing off of the cover, check for anyarosion caused by stormwater runoff). 
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3. Check the condition of the vegetative cover. (e.g. check for bare spots in the vegetative cover; 

Note whether no vegetation has grown or whether the vegetation has died and has not been 
re-established, check for abnormal growth of weeds that may crowd out natural vegetation). 
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Landfill Soil Gas Probes and Benchmark Survey 

I. Check the general condition of the individual soil gas probes; make sure the ballards are intact 
(have not been knocked over by a vehicle), check for cracks on the concrete pad (monitor any 
minor cracks to ensure they do not widen and compromise the pad's integrity otherwise repairs 
may be necessary), make sure that the padlocks are in working condition (not stiff when 
unlocking the padlock), make sure that the plug on the PVC pipe in present and that the 
threads are in good condition. 
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2. Check the condition of the brass benchmark implanted on the concrete pad; make sure that 
the concrete has not deteriorated around the benchmark and that the etched mark is still 
visible. 
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ANNUAL LANDFILL COVER INSPECTION CHECKLIST ITEMS 

Specific Site Identification: g- - Date 7. /"/ S 

Landfill Cover Survey 

1. Observe any areas on the cover that indicate signs of subsidence (e.g., obvious visible low 
spots on the cover surface where significant amounts of standing water can accumulate in 
puddles during significant precipitation events, check for the presence of large cracks on the 
surface of the cover). 

2. Observe any signs of erosion on the landfill cover (e.g., during windy conditions observe any 
evidence of dust blowing off of the cover, check for any erosion caused by stormwater runoff). 
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3. Check the condition of the vegetative cover. (e.g. check for bare spots in the vegetative cover; 

Note whether no vegetation has grown or whether the vegetation has died and has not been 
re-established, check for abnormal growth of weeds that may crowd out natural vegetation). 
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Landfill Soil Gas Probes and Benchmark Survey 

1. Check the general condition of the individual soil gas probes; make sure the ballards are intact 
(have not been knocked over by a vehicle), check for cracks on the concrete pad (monitor any 
minor cracks to ensure they do not widen and compromise the pad's integrity otherwise repairs 
may be necessary), make sure that the padlocks are in working condition (not stiff when 
unlocking the padlock}, make sure that the plug on the PVC pipe in present and that the 
threads are in good condition. 

2. Check the condition of the brass benchmark implanted on the concrete pad; make sure that 
the concrete has not deteriorated around the benchmark and that the etched mark is still 
visible. 
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ANNUAL LANDFILL COVER INSPECTION CHECKLIST ITEMS 

Specific Site Identification: Date u4F7  
Landfill Cover Survey 

I. Observe any areas on the cover that indicate signs of subsidence (e.g., obvious visible low 
spots on the cover surface where significant amounts of standing water can accumulate in 
puddles during significant precipitation events, check for the presence of large cracks on the 
surface of the cover). 
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2. Observe any signs of erosion on the landfill cover (e.g., during windy conditions observe any 

evidence of k for any erosion caused by stormwater runoff). 

3. Check the condition of the vegetative cover. (e.g. check for bare spots in the vegetative cover; 
Note whether no vegetation has grown or whether the vegetation has died and has not been 
re-establish d, check for abnormal growth of 
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Landfill Soil Gas Probes and Benchmark Survey 

1. Check the general condition of the individual soil gas probes; make sure the ballards are intact 
(have not been knocked over by a vehicle), check for cracks on theconcrete pad-(monitor any- - - 
minor cracks to ensure they do not widen and compromise the pad's integity otherwiserepairs 
may be necessary), make sure that the padlocks are in working condition (not stiff when 
unlocking the padlock), make sure that the plug on the PVC pipe in present and that the 
threads are in good condition. 
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2. Check the condition of the brass benchmark implanted on the concrete pad; make sure that 
the concrete has not deteriorated around the benchmark and that the etched mark is still 
visible. 

Inspected by: J/hflh7 



ANNUAL LANDFILL COVER INSPECTION CHECKLIST ITEMS 

Specific Site Identification: 9 - c, s = 3 7  Date /hTh? 
Landfill Cover Survev 

1. Observe any areas on the cover that indicate signs of subsidence (e.g., obvious visible low 
spots on the cover surface where significant amounts of standing water can accumulate in 
puddles during significant precipitation events, check for the presence of large cracks on the 
surface of the cover). 
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2. Observe any signs of erosion on the landfill cover (e.g., during windy conditions observe any 
evidence of dust blowing off of the cover check ny erosion caused by stormwater runoff). 
du <,;-Vr 5 d&/'7<,>.4 L Wc'/ Q 8 c' X<"U 4 - 

/ 

,..-.. 3. Check the condition of the vegetative cover. (e.g. check for bare spots in the vegetative cover; 
Note whether no vegetation has grown or whether the vegetation has died and has not been 
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Landfill Soil Gas Probes and Benchmark Survey 

1. Check the general condition of the individual soil gas probes; make sure the ballards are intact 

may be necessary), make sure that the padlocks are in working condition (not stiff when 

- 
(have not been knocked over by a vehicle), check for cracks on the concrete pad (monitor any 
minor cracks to ensure they do not widen and compromise the pad's integrity otherwise repairs 

unlocking the padlock), make sure that the plug on the PVC pipe in present and that the 
threads are in good condition. 
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2. Check the condition of the brass benchmark implanted on the concrete pad; make sure that 
the concrete has not deteriorated around the benchmark and that the etched mark is still 
visible. -- 



ANNUAL LANDFILL COVER INSPECTION CHECKLIST ITEMS 

Specific Site Identification: Date 7 h d / Y f  

Landfill Cover Survey - 
1. Observe any areas on the cover that indicate signs of subsidence (e.g., obvious visible low 

spots on the cover surface where significant amounts of standing water can accumulate in 
puddles during significant precipitation events, check for the presence of large cracks on the 
surface of the cover). 

L."i 

2. Observe any signs of erosion on the landfill cover (e.g., during windy conditions observe any 
evidence of the cover, check for rosion caused by stormwater runoff). 
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3. Check the condition of the vegetative cover. (e.g. check for bare spots in the vegetative cover; 
Note whether no vegetation has grown or whether the vegetation has died and has not been 
re-established, check d that may crowd out natural vegetation). 
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Landfill Soil Gas Probes and Benchmark Survey 

1. Check the general condition of the individual soil gas probes; make sure the ballards are intact 
(have not been knocked over by a vehicle), check fw crackson the concrete pad (monitorany 
minor cracks to ensure they do not widen and compromise the pad's integrity othewise repairs 
may be necessary), make sure that the padlocks are in working condition (not stiff when 
unlocking the padlock), make sure that the plug on the PVC pipe in present and that the 
threads are in good condition. 
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2. Check the condition of the brass benchmark implanted on the concrete pad; make sure that 
the concrete has not deteriorated around the benchmark and that the etched mark is still 
visible. 
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Inspected by: r__ 



ANNUAL LANDFILL COVER INSPECTION CHECKLIST ITEMS 

Specific Site Identification: p O f - S /  Date d /A3 /h7  
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Landfill Cover Survey 

1. Observe any areas on the cover that indicate signs of subsidence (e.g., obvious visible low 
spots on the cover surface where significant amounts of standing water can accumulate in 
puddles during significant precipitation events, check for the presence of large cracks on the 
surface of the cover). 
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2. Observe any signs of erosion on the landfill cover (e.g., during windy conditions observe any 
for any erosion caused by stormwater runoff). 
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3. Check the condition of the vegetative cover. (e.g. check for bare spots in the vegetative cover; 
Note whether no vegetation has grown or whether the vegetation has died and has not been 

Landfill Soil Gas Probes and Benchmark Survey _ .  

1. Check the general condition of the individual soil gas probes; make sure the ballards are intact 

minor cracks to ensure they do not widen and compromise the pad's integrity otherwise repairs 
may be necessary), make sure that the padlocks are in working condition (not stiff when 
unlocking the padlock), make sure that the plug on the PVC pipe in present and that the 
threads are in good condition. 

(have not been knocked over by a vehicle), check for cracks on the concrete pad (monitor any 
,.= 

- 

dud u & 4 c / ; n  L ,'p J 

2. Check the condition of the brass benchmark implanted on the concrete pad; make sure that 
the concrete has not deteriorated around the benchmark and that the etched mark is still 
visible. 

Inspected by: d4J -47 



ANNUAL LANDFILL COVER INSPECTION CHECKLIST ITEMS 

Specific Site Identification: Date G//./t.i 
Landfill Cover Survey 

1. Observe any areas on the cover that indicate signs of subsidence (e.g., obvious visible low 
spots on the cover surface where significant amounts of standing water can accumulate in 
puddles during significant precipitation events, check for the presence of large cracks on the 
surface of the cover). 
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2. Observe any signs of erosion on the landfill cover (e.g., during windy conditions observe any 
evidence of dust blowing off of the cover, check for any erosion caused by stormwater runoff). 
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3. Check the condition of the vegetative cover. (e.g. check for bare spots in the vegetative cover; 
Note whether no vegetation has grown or whether the vegetation has died and has not been 
re-established check for abnormal growth of crowd out natural vegetation). 
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Landfill Soil Gas Probes and Benchmark Survey 

1. Check the general condition of the individual soil gas probes; make sure the ballards are intact 
(have not been knocked over by a vehicle), check for cracks on the concrete pad (monitor any 
minor cracks to ensure they do not widen and compromise the pad's integrity otherwise repairs 
may be necessary), make sure that the padlocks are in working condition (not stiff when 
unlocking the padlock), make sure that the plug on the PVC pipe in present and that the 
threads are in good condition. 

2. Check the condition of the brass benchmark implanted on the concrete pad; make sure that 
the concrete has not deteriorated around the benchmark and that the etched mark is still 
visible. - 
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ANNUAL LANDFILL COVER INSPECTION CHECKLIST ITEMS 

Specific Site Identification: $-oh  4 - 3  Date 7//dhY 

Landfill Cover Survey 

1. Observe any areas on the cover that indicate signs of subsidence (e.g., obvious visible low 
spots on the cover surface where significant amounts of standing water can accumulate in 
puddles during significant precipitation events, check for the presence of large cracks on the 
surface of the cover). 
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2. Observe any signs of erosion on the landfill cover (e.g., during windy conditions observe any 
evidence of dust blowing off of the cover, check for any erosion caused by stormwater runoff). 
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3. Check the condition of the vegetative cover. (e.g. check for bare spots in the vegetative cover; 
Note whether no vegetation has grown or whether the vegetation has died and has not been 
re-established, check fornabnormal growth of weeds that may crowd out natural vegetation). 

2 r - b l  -A‘ 4 C r e e  WP flcecsrr f& c&,.*e/ i.u>yi ~~4 

arc c~ct 7(r (& C - t l r d S ,  L c$- <&h%l i s  x,tL..- * i+ fl#> r,;<c &c@ 7C(cd 
/ 

9c-c L * e f l r  aye  /f*wl$ ~ c l i ‘ , l t t  j A d c v + c / +  
Landfill Soil Gas Probes and Benchmark Survey 

1. Check the general condition of the individual soil gas probes; make sure the ballards are intact 
(have not been knocked over by a vehicle), check for cracks on the concrete pad (monitor any 
minor cracks to ensure they do not widen and compromise the pad’s integrity otherwise repairs 
may be necessary), make sure that the padlocks are in working condition (not stiff when 
unlocking the padlock), make sure that the plug on the PVC pipe in present and that the 
threads are in good condition. 
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2. Check the condition of the brass benchmark implanted on the concrete pad; make sure that 
the concrete has not deteriorated around the benchmark and that the etched mark is still 
visible. 

,.-. 

.. , 

-- 



ANNUAL LANDFILL COVER INSPECTION CHECKLIST ITEMS 

Specific Site Identification: Date 4/2<&7 
Landfill Cover Survey 

1. Observe any areas on the cover that indicate signs of subsidence (e.g., obvious visible low 
spots on the cover surface where significant amounts of standing water can accumulate in 
puddles during significant precipitation events, check for the presence of large cracks on the 
surface of the cover). 
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2. Observe any signs of erosion on the landfill cover (e.g., during windy conditions observe any 
evidence of dust blowi g off of the cover, check for any erosion caused by stormwater runoff). 
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3. Check the condition of the vegetative cover. (e.g. check for bare spots in the vegetative cover; 
Note whether no vegetation has grown or whether the vegetation has died and has not been 
re-established, check for abnormal rowth of weeds that may crowd out natural vegetation). 
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Landfill Soil Gas Probes and Benchmark Survey 

1. Check the general condition of the individual soil gas probes; make sure the ballards are intact 
(have not been knocked over by a vehicle), check for cracks on the concrete pad (monitor any 
minor cracks to ensure they do not widen and compromise the pad's integrity othennrise repairs 
may be necessary), make sure that the padlocks are in working condition (not stiff when 
unlocking the padlock), make sure that the plug on the PVC pipe in present and that the 
threads are in good condition. 
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2. Check the condition of the brass benchmark implanted on the concrete pad; make sure that 
the concrete has not deteriorated around the benchmark and that the etched mark is still 
visible. 


